


6. APPLICATION
« Materialis supplied as a single pack. Mix thoroughly until homogeneous and occasionally during use.
« Conventional Suitable Nozzle size: 1.4 - 1.8mm
Spray:
Pressure at tip: 2.5-3.0 bar
Thin up to 15%
«  Brush or Roller Suitable
« If applied by brush several coats will be required to obtain the desired film thickness.
+  Drying times will depend on the applied film thickness and prevailing ambient conditions.
« Surface temperature must always be 3°C above dewpoint.
«  Thinner: Water
+ Cleaner: Water
« Cleanallequipmentimmediately after use. E mpty containers and surplus paintshould be dis posed of
in accordance with approved regional regulations.

7. LIMITATIONS
« Do notapply to metal surfaces directly.
« Do notapply during wet or cold weather below 5°C.

8. SAFETY PRECAUTIONS
+  Product contains flammable materials, keep away from sparks and open flames.
« Referto the MATERIAL SAFETY DATA SHEET (MSDS).

Disclaimer

The information contained herein is to the best of our knowledge correct and accurate are meant to guide the specifier or user. Any
recommendations or suggestions, which may be made, are without guarantee, since we have no control over either the quality or condition of the
substrate or the many factors affecting the use and application of the product. Therefore, unless we specifically agree in writing to do so, we do not
accept any liability whatsoever or howsoever arising for the performance of the product or for any loss or damage arising out of the use of the
product.

Notall products referred to in these Data S heets are stock items and are manufactured only on receipt of official customer orders. Thus, where time
is of the essence, please check availability and manufacturing lead times with us.

VALIDITY DATE:
Paint Technology is continually being improved and developed. Itis the user’s responsibility to check that this sheetis current prior to using the
product. We cannotaccept ANY responsibility where this precaution has not been taken.
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